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STATSHIELD® BAG, SHIELDING, METAL-OUT CONSTRUCTION, .0030" (.0762mm)
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The bag’s material meets the required limits of ANSI/ESD S541 per ANSI/ESD S20.20.

Statshield® and Statfree® are Registered Trademarks of Desco Industries Inc.

Side Weld Seals 3/8 in. (±0.10)

STATSHIELD® METAL-OUT SERIES
Specifications:
Electrical Properties Typical Values Test Procedures/Method
Surface Resistance:
  Outer Surface 10E8 ohms ANSI/ESD STM11.11
  Inner Surface <10E11 ohms ANSI/ESD STM11.11
Static Shielding <25 nJ ANSI/ESD STM11.31, EIA 541
Charge Generation (nC/in2) Teflon: -0.03 Modified Incline Plane 

Quartz: +0.10 Modified Incline Plane 
Capacitance Probe (to dissipate 1 KV) <30 volts ANSI/EIA-541/Appendix E, 1kV Discharge

Physical Properties:
Bag Thickness: 
  Thickness Nominal .0030" (.0762mm) ±10% MIL-STD-3010, 1003
Width (Inside Dimensions) Nominal -0" / + .125"
Length (Inside Dimensions) Nominal ± .125"
Light Transmission 40% (Tobias) ASTM D-1003
Tensile 9000 PSI ASTM D882
Puncture Resistance >10 lbs MIL-STD-3010, 2065
MVTR 0.40 ASTM F-1249  
Heat Seal >10 lbs/in. 375°F, 1/2 sec 60 psi
Outgassing Pass ASTM E595
Non-corrosive Pass MIL-STD-3010, M3005

Chemical Properties
Corrosion: No effect on aluminum, copper, silver, Sn-Pb coated foil, 
  stainless steel, low carbon steel

Polycarbonate compatible:                     Contains no Amines, Amides, or N-Octanoic Acid.

Bag is free of amines, N-octanoic acid, silicones, and heavy metals.

RoHS and REACH Compliance Statement
None of the RoHS restricted materials or REACH substances of very high concern are intentionally 
added in manufacturing this product. Ref: Directive 2002/95/EC Article 4.1. and Regulation (EC) No. 
1907/2006. See Desco Industries Inc. Limited Warranty at Desco.com.

Made in the
United States of America

ANSI/ESD S541 Section 6.2 Outside an EPA
“Transportation of sensitive products outside of an EPA shall require packaging that provides:
1. Low charge generation
2. Dissipative or conductive materials for intimate contact
3. A structure that provides electrostatic discharge shielding.”
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Statshield® bags are packaged 100 per package in an oversized shielding bag. 
Shelf life of bags is minimum one year in normal indoor storage conditions.

Mixed Unsortable Plastic Scrap
Mixed unsortable plastic scrap shall contain assorted plastics 
of multiple grades that are co-extruded, bonded or laminated 

together which are unsortable into individual grades
Desco’s bags are recyclable
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対応について
RoHSとREACHに記載されている有害物質は意図的に使⽤⼜は混⼊されていません。Ref: Directive 
2002/95/EC Article 4.1. and Regulation (EC) No.1907/2006. Desco. com.でDesco 
Industries Inc.の限定保証をご覧ください。

仕様と規格は予告無く変更することがあります。

リサイクル可能

Statshield®  パック当たりの内容数量は100です。
バッグの保管寿命は、通常の室内保管状態で最低１年間です。

メタルアウト シリーズ
仕様
電気仕様               ⼀般的な数値              実験⽅法・規格  
表⾯抵抗率:                                         
 外⾯                      <108 Ω                              ANSI/ESD STM11.11
 内⾯                  <1011Ω                  ANSI/ESD STM11.11
静電気遮蔽                <25 nJ                     ANSI/ESD STM11.31, EIA 541
静電気発⽣                          テフロン: - 0.03 nC/sq. in.     Modified Incline Plane
                                         ⽔晶: 0.10 nC/sq. in.             Modified Incline Plane 
静電容量プローブ（1KV浪費）<30V                                  ANSI/EIA-541/添付資料E, 1kV Discharge

物理特性
公称厚さ           .0762mm (.0030”) ±10%    MIL-STD-3010, 1003
公称幅 (内⼨)        -0/+3.1mm (-0" / + .125")
公称⻑さ (内⼨)       ±3.1mm (±.125")
光透過率           40%  (Tobias)            ASTM D-1003
引っ張り強度        62.1Mpa             ASTM D882  
突き破り強度        >4.54 kgs               MIL-STD-3010, 2065
MVTR             <0.40               ASTM F-1249
熱封⼊強さ          >0.7cgf/cm2                         375°F(190.6℃), 1/2 sec 60 psi
アウトガス            合格                 ASTM E595
耐腐⾷性                     合格                                      MIL-STD-3010, M3005

化学特性
腐⾷:                                   アルミ、銅、銀、半⽥、SUS、鉄は影響がありません。
ポリカーボン対応:      はい
袋には、アミン酸、Nオクタン酸、シリコン、重⾦属が含まれていません。

ESD 協会規準 ANSI/ESD S541項⽬6.2 EPA の外部
「EPA 外部の敏感性製品の輸送は、以下の能⼒を持つ包装材料が要求される:
1. 電荷の発⽣が少ない。
2. 密着の場合、静電気拡散性あるいは導電性材料。
3. ESD シールドを持つ構造。」

溶着シール幅 9.5mm (±2.54)

品質管理トレー
サビリテイのた
めに製造⽇とロ
ット番号を印刷

耐摩耗性
静電気拡散性コーティング

静電気遮蔽
アルミニウム層

電荷の発⽣が少ない
静電拡散ポリエステル層

電荷の発⽣が少ない
静電拡散ポリエチレン内部層


